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P  Steel    M   Stainless Steel    K   Cast Iron    N   Non-Ferrous Metals    S   Titanium & Super Alloys    H   Hard Materials

T795
T794

VDI 3323
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••  Optimal  ••  Effective

38.1
H

38.2 39.1 39.2 40 41

UNJC
0284 #4 40 56 11 - 3.5 2.7 6 2 2.3 T794 0284
0351 #6 32 56 13 - 4.0 3.0 6 3 2.8 T794 0351
0417 #8 32 63 13 - 4.5 3.4 6 3 3.4 T794 0417
0483 #10 24 70 16 - 6.0 4.9 8 3 3.8 T794 0483
0635 1/4 20 80 19 - 7.0 5.5 8 3 5.1 T794 0635
0794 5/16 18 90 22 - 8.0 6.2 9 3 6.6 T794 0794
0953 3/8 16 100 22 - 10.0 7.0 10 3 8 T794 0953
1111 7/16 14 100 24 - 8.0 6.2 8 3 9.4 T794 1111
1270 1/2 13 110 28 - 9.0 7.0 10 3 10.8 T794 1270
1588 5/8 11 110 32 - 12.0 9.0 12 3 13.5 T794 1588
1905 3/4 10 125 34 - 14.0 11.0 14 4 16.5 T794 1905
2223 7/8 9 140 34 - 18.0 14.5 17 4 19.5 T794 2223
2540 1 8 160 38 - 22.0 18.0 21 4 22.2 T794 2540

UNJF T795
0483 #10 32 70 16 - 6 4.9 8 3 3.8 T795 0483
0635 1/4 28 80 19 - 7 5.5 8 3 5.1 T795 0635
0794 5/16 24 90 22 - 8 6.2 9 3 6.6 T795 0794
0953 3/8 24 100 22 - 10 7 10 3 8 T795 0953
1111 7/16 20 100 24 - 8 6.2 8 3 9.4 T795 1111
1270 1/2 20 110 28 - 9 7 10 3 10.8 T795 1270
1429 9/16 18 110 30 - 11 9 12 3 12.2 T795 1429
1588 5/8 18 110 32 - 12 9 12 3 13.5 T795 1588
1905 3/4 16 125 34 - 14 11 14 4 16.5 T795 1905
2223 7/8 14 140 34 - 18 14.5 17 4 19.5 T795 2223
2540 1 12 160 38 - 22 18 21 4 22.2 T795 2540

Catalogue Code T794
Discount Group D0408

Material PM-HSS Co
Surface Finish TiCN

Sutton Designation Ni
Geometry R10

Chamfer Form C / 3 x P
Limit & Nut Tolerance 3BX

Size Ref. d1 TPI l1 l2 l3 d2 sq l4 z drill ø† Item #

DIN Taps UNJ, Spiral Flute, R10 Ni

*Available on request as special manufacture. Subject to lead time & MOQ.    
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• For Nickel alloys / age-hardened super alloys >1150M/
mm² 
• Reinforced cutting geometry 
• Blind or through holes 
• Depths up to approx. 1.5 x d1

Tarauds DIN UNJ, Hélice 10°, type Ni
• Recommandé pour les bases Nickel >1150N/mm² 
• Géométrie de coupe renforcée 
• Trous borgnes et débouchants 
• Profondeur jusqu’à 1.5 x d1

DIN Maschi UNJ, Tagliente a Elica, R10 Ni
• Ideale per leghe Nickel / Super leghe invecchiate >1150/
mm² 
• Geometria del tagliente rinforzata 
• Fori ciechi & passanti 
• Profondità fino a circa 1,5 x d1

Machos DIN UNJ, Helicoidal R10, Ni
• Para aleaciones de níquel y súper aleaciones endurecidas 
> 1150N/mm² 
• Geometría de corte reforzada 

• Agujeros ciegos o pasantes 
• Profundidades hasta 1.5 x d1
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